CLAYDE

766
0086-731-84453848

0086-731-84453877

ZHONGLONG MATERIALS CO.,LTD.

Add:NO. 766 Wuyi Road Hunan China

\ 0
QUTOE0 |
IN90TV.LYD 19NA0¥Nd g
g
; \ Z

Tell No 0086-731-84453848
Fax No 0086-731-84453877
Website http://www.zpigments.com

E-mail info@ zpigments.com



/5 o ’
AN/ OINPF
(B F. BRIEF INTRODUCTION

=1 /=
/N FIEITT

TEMEIAIRAR, AT EE, & -FEAE. HE B
TR A, A T B B B R AN AL RO 77 R 2 — o

NFIP LR MRS IR, MRS G B G R e DY
KA, FEA00%A A, TE R TII%. i Wkl B R R
ARG . AR 5 BB T b S5 AR 7526, 96 R
M. A, BRI R

AT S SRR, TR A P AR R R R, R
R, SR, RaiE. —SUOEEP R T ERVFURAE. RAVE S E R
%P A IE IR, RIS TR IR .

Zhonglong material Co., LTD., located in Hunan China is ahigh-
tech enterprise integrating production, sales and scientific research. It is
one of the main manufacturers of ceramic pigments and iron oxide pigments.

pigment for ceramic glaze, pigment for billet and iron oxide pigment, with a total of
more than 100 varieties . It is widely used in ceramics , paints , coatings , inks,
plastics, rubber and construction industries. Our products enjoy a high reputation in
the international market and are mainly exported to Europe , America , Southeast
Asia, Africa and the Middle East.

The company has advanced and perfect testing facilities , strict production
management and quality assurance system, to provide high quality, continuous ,
stable , consistent color products to provide the basis and guarantee . We are
willing to cooperate with old and new customers at home and abroad to create a
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The company's products include four series of pigment for ceramic wrapping, [
|
|
|
|
|
|
|
more brilliant tomorrow. |
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Dark Red Inclusion ZL-218
MR ZL-218
CdiSe/Zr/Si
1300 'C

Red Inclusion ZL-218B
1ML ZL-2188
Cd/Se/Zr/Si
1300 C

ae

Orange Inclusion ZL-238A
BN ZL-238A
Cd/Se/ZriSi
1300 °C

Yellow Inclusion ZL-258
BREEM ZL-258
Cd/Zr/Si
1300 °C

.‘

Dark Red Inclusion ZL-218A
2R ZL-218A
Cd/SelZr!Si
1300 °C

Red Inclusion ZL-216
ML ZL-216
Cd/Se/ZrSi
1300 'C

ap

Orange Inclusion ZL-238B
NN ZL-238B
Cd/SelZr/Si
1300 °C

aREH
INCLUSION PIGMENT

Red Inclusion ZL-217
N ZL-217
Cd/SelZriSi
1300 °C

Orange Inclusion ZL-228
faMiEN ZL-228
Cd/Se/Zr/Si
1300 °C

Orange Inclusion ZL-286
BRER ZL-206
CdiSe/Zr/Si
1300 C

Note: Color deviation may exist due to printing, the shade of the pigment may deviate

a litthe when used in different basic.
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Pr Yellow ZL-500
M| ZL-500
PriZr/SiiCe

1250 °'C

Coral Pink ZL-507
RI%4T ZL-507
FelZ:fSi
1280 'C

Red Brown ZL-523
£14% ZL-523
Cr/Fe/Zn
1280 "C

Note: Color devialion may exist due 1o prnting, the shade of the pigment may deviate a little when used

in different basic.

Pr Yellow ZL-501
i ZL-501
PriZriSi
1250 °C

Black ZL-508
W& ZL-508
Fe/CriMn
1280 °C

J

Golden Brown ZL-524

&4 ZL-524
CriFe/Zn
1280 'C

!'u"

Turquoise Blue ZL-502
= ZL-502
VIZriSi
1280 °C

Bright Black ZL-509
H5m ZL-509
Fe/CriMn/Co

1180 °C

Dark Brown ZL-525
R ZL-525
CriFelZn
1280 °C

EE: BTHRARE HeSUXRAEYE: TRERD. RETETE.
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Sea Blue ZL-503
MM 21503
Co/AliZn
1300 'C

Co Black ZL-510
M ZL-510
Fe/Cr/Mn/Co

1180 °C

V Yellow ZL-527
AW ZL-527
ViZr
1280 'C

b

Coball Blue ZL-504A, Cobalt Blue ZL-504B
fh= ZL-504A E2 ZL-504B
ColAl ColSi
1300 °C 1300 'C
Co Black ZL-511 Peacock Blue ZL-513
MER ZL-511 FL#EE ZL-513
Fea/CriMn/Co ColCrlAl
1280 'C 1250 "C
!'u'l
Orange ZL-531 Orange Red ZL-532
R ZL-531 EEL Z1L-532
TilCr'Sb TilCr/Fa/Zn
1280°C 1280°C
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GLAZE PIGMENT
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Maroon ZL-505
FRERLT ZL-505
Sn/CriCalSi
1250 'C

Peacock Green ZL-516
FLEtR ZL-516
ColCriAl
1250 'C

Mn Red ZL-535
{E4T ZL-535
Mn/Al
1280°C

ae
Pink ZL-506
&L ZL-506

Sn/Cr/CalSi
1250 °C

Violet ZL-521
THE ZL-521
Cr/Sn
1300 'C
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BODY PIGMENT

Item No Name Components Firing Temp
E & & LEls AR
V Zr Blue ZriSiN 1300°C

- Blue AliZn/Co 1300°C
ZL-302 520 s

— -:;obgn {Blve I ace | 1300¢
Cab%u_;lsr Si/Co 1300°C
Cr Green I T
ZiSiPr

ZL-316 Om”?;;“"“‘” Cr/Ti/Sb

71317 OHEBHR“" Cr/TiSh

AlfMn |

AlfMn

CriAllY

CriFalTi 1200°C
CriFe/Mn 1250°C
CriFe/Mn | 1250°C

ZL-340 w CriFe/Mn/Ni | 1300°C

Mate: Cotor deviation may exist due to printing, the shade of the pigment may daviate a little when usad in different basic
HE: BTHSARE. MANCIKERIELE: FHERMAD, &ETEFRM.
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